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Das Projekt umfasst den Umbau des Studio Moliére, eines im 19.
Jhdt. als Reitschule errichteten Solitérs, und den Neubau eines
Schulgebaudes mit 12 Klassenraumen, an der Riickseite des
Studios.Der Altbau erfuhr eine Strukturbereinigung: die vorhandenen
Zwischendecken wurden entfernt, um eine groRziigige Lobby

zu schaffen, die historischen Spitzbogenfenster freigelegt. Uber
dem Saal wurde die Decke verstarkt, alles unter Berlicksichtigung
des Denkmalschutzes. Der Schul-Neubau fiir 12 Klassenzimmer
ist ein Stahlbetonbau mit reduzierter Detaillierung: Griindung

auf einer Dichtbeton-Platte, Flachdecken, Stahlbetonstitzen.
Gebadudeaussteifung tber den Liftschacht und Stahldiagonalen.

Project discription

The project entails the modification of the Studio Moliére, a solitaire
building that was originally constructed as a riding school in the 19th
century. Additionally a new building with 12 classrooms was added at the
backside of the studio. Meanwhile, the structure of the existing building
was improved. the intermediate ceilings were removed in order to make
room for an ample lobby, the historical lancet windows were exposed,

and above the hall, the ceiling was shored up. Throughout all of this, the
monumental protection was always taken into consideration.

The new school building containing 12 classrooms is a reinforced concrete
steel construction with reduced detailing: a sealed cement slab as a
foundation, reinforced concrete stilts, building bracing through the elevator

shaft and steel diagonals.
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